
PRE-RINSE SPARE PARTSPRE-RINSE SPARE PARTS

The efficient high-velocity spray pattern cleans more 
effectively, cleaning faster, requiring less water with 
less effort.

 PRE-RINSE SPRAY UNIT FEATURES INCLUDE: 

WaterMark certified, install with confidence
Chrome plated brass top body, with stainless steel 
spray and hose
Easy to use, ergonomic handle design 
RINSEJET style spray pattern swiftly removes excess 
food and grime so less time spent at the sink doing 
dishes 
1.1m heavy duty stainless steel clad flexible hose 
tested to 400 PSI
Self-closing trigger spray turns off water when not in 
use
Pot filler tap with swivel spout as standard
Strong wall support bracket

PRE-RINSE SPRAY UNIT

  

2 years  RTB  
parts  warranty 

Distributed exclusively by Stoddart 
www.stoddart.com.au    Ph: 1300 79 1954

TECHNICAL INFORMATION 

PRE-RINSE HOSE WITH SWIVEL
AND 15mm BSP CONNECTIONS             

B: HEAVY DUTY HOSEB: HEAVY DUTY HOSE
PRE-RINSE 

TRIGGER SPRAY 

A: TRIGGER SPRAYSA: TRIGGER SPRAYS
HEAT TREATED SPRING              
C: STAINLESS SPRINGC: STAINLESS SPRING

 RISER
D: RISERD: RISER

Rapid rinsing design with 
WELS 5 Star rating. This 

spray is supplied as standard
on pre-rinse assemblies. 

AS/NZS3718 WMKA 25082

Australian Certification Services

PRE-RINSE SPRAY UNIT

Recommended working Pressure 250 - 500 kPa 

Maximum outlet pressure 500 kPa 

Maximum Working Temperature 80˚C 

Stoddart order code CMPL.0841
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Licence No. 1421

stars the more

For more information and to compare
products, refer to:

www.waterrating.gov.au

Water Consumption

litres per minute

5.5

WATER
RATING

The more

water efficient

When tested in accordance with Standard AS/NZS 6400:2005
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